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Average Direct Interelectrode Capacitances

Grndtoplate. .. ... ... . . .. 2.6 upuf

Grid to filament. . . ... ... 1.6 puf.

Plate to filament. ... ... ... . . .. . 1.2 puf.
Filament Rating

Filament current. .. ........ .. ... .. ... ... . ... .. 0.25 ampere, d.c.

Nominal filament voltage. ... .................... 1.0 volt

The filament of this tube is designed to operate on a current basis and should be operated at
as near the rated current as is practicable.

Characteristics—Plate current characteristics of a typical 215A tube are shown in Figure 3 as
functions of grid voltage for several values of plate voltage. Corresponding amplification factor,
plate resistance, and transconductance characteristics are given in Figures 4, 5 and 6, respectively.
Plate current characteristics as functions of plate voltage are shown in Figure 7 for several values
of grid voltage. The grid and plate voltages for all of these characteristics are measured from the

negative end of the filament.

Operating Conditions and Qutput—Permissible operating conditions are included within the
area, ABCD, in Figure 3. Amplification factor, plate resistance, transconductance, and performance
data are given in the table on page 3 for a number of typical amplifier operating conditions repre-
sented by selected points within thisarea. Typical detector operating conditions for both plate current
and grid current detection are also listed in the table. The less severe operating conditions should
be selected in preference to maximum operating conditions wherever possible. The life of the tube
at maximum conditions may be shorter than at less severe conditions.

The performance data include the fundamental power or voltage output and the second and
third harmonic levels for the indicated values of load resistance and input voltage. The funda-
mental output is given in terms of the power, Pp, in milliwatts for values of load resistance, R, equal
to and double the value of the plate resistance, rp, and in terms of the voltage, Fpm, in peak volts
for values of load resistance five times the plate resistance. The second and third harmonic levels,
Fom and Fan, are given in decibels below the fundamental in each case. The peak value of the
sinusoidal input voltage, Fgm, is numerically equal to the grid bias for each operating condition.
For a smaller input voltage, E;, the output and harmonic levels, except for the lowest values of
third harmonic, are given approximately by the following relations:

2
PP, (L)
Fim

Fo=Fam + 20 logio ggm

“g

Fy=Fsm + 40 logo Eg’“

€

The level of the third harmonic in the 215A tube is usually low and may differ widely in individual
tubes. The values given in the table are for a typical tube.
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TABLE
Ampll- Volt- Sec-
Plate Plate fica= Piate Trans- Input Load Power age ond Third
Volt- Grid Cur- tion Resis= conduc- Voit- Resis= Out- Out- Har- Har-
age Bias rent Factor tance tance age tance put put monie monie
Volts YVoits Miiii- Ohms  Micro- Peak R Milii- Peak db db
amperes I'p mhos Volts watts  Volts
45.0 —-3.0 1.0 5.7 16500 340 3.0 R=r, 2.2 29 50
R=2r, 1.9 34 60
R=5r, 14.0 39 65
45.0 -1.5 ' 1.6 5.8 14500 400 1.5 R=r, 0.60 40 65
R=2r, 0.55 45 70
R=5r, 7.2 49 70
60.0 —-3.0 2.0 5.7 13500 420 3.0 R=r, 2.9 35 60
R=2r, 26 40 65
R=5r, 14.5 45 70
67.5 —6.0 14 5.6 15500 360 6.0 R=rp 9.4 25 45
R=2r, 83 30 50
R=5r, 28.5 35 60
67.5 —4.5 2.0 5.7 14000 410 4.5 R=rp 6.0 31 50
R=2r, 55 36 60
R=5rp 22.0 40 70
*67.5 —4.0 2.2 5.7 13500 420 4.0 R=r, 5.0 34 55
R=2r, 4.5 38 60
R=5r, 19.5 43 70
*90.0 —8.0 2.2 5.6 14000 400 8.0 R=r, 18 26 45
R=2r, 16 31 55
R=5r, 40.0 37 65
*100.0 —10.0 2.1 5.6 14500 390 10.0 R=r, 26 24 35
R=2r, 23 29 40
R=5r, 47.0 36 40
22.5 —4.0 0.01
45.0 —9.0 0.01> Plate current detection.
67.5 —14.0 0.01
22.5 +1.0 1.0 )  Grid current detection. Grid bias usually obtained by connecting
*45.0 +1.0 2.6 § grid return to positive end of filament.

*Maximum operating conditions

Microphonic Noise—With a plate voltage of 60 volts, a grid bias of —3 volts, and a load
resistance of 100,000 ohms, the mean microphonic noise output level of the 215A tube, measured
in a laboratory reference test set, is 27 decibels below 1 volt.
tubes extends from 12 to 42 decibels. Since microphonic noise depends on the type and intensity
of the mechanical disturbance which produces it, the values given here are useful chiefly for com-

parison with the levels of other tubes which have been tested in the same way.
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The range of levels of individual
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