


264C

Average Direct Interelectrode Capacitances

Gridtoplate. . ... ... ... 4.9 puf.
Grid to filament. . ... ... 3.2 puf.
Plate to filament. .. .. ... .. .. . ... 2.2 uuf.

Filament Rating

Filament current. ..... ... . ... . . . .. 0.300 ampere, d.c.
Nominal filament voltage.. ... . ... ... .. .. ... ...... ... .. 1.5 volts

The filament of this tube is designed to operate on a current basis and should be operated at as near
the rated current as is practicable.

Characteristics—Grid-plate characteristics of a typical 264C tube are shown in Figure 3 for
several values of plate voltage. Corresponding amplification factor, plate resistance, and trans-
conductance characteristics are given in Figures 4, 5 and 6, respectively. Plate characteristics for
several values of grid bias are shown in Figure 7. In each case, the grid and plate voltages are
measured from the negative end of the filament.

Operating Conditions and Output—Permissible grid and plate voltages are included within
the area, ABCD, in Figure 8. Values of amplification factor, plate resistance, and transconductance,
and typical performance data are given in the table for recommended and maximum operating
conditions represented by selected points within this area. Recommended conditions or others of
no greater severity should be selected in preference to maximum conditions wherever possible. The
life of the tube at maximum operating conditions may be shorter than at the recommended conditions.

The performance data include the fundamental power or voltage output and the second and
third harmonic levels for the indicated values of load resistance. The fundamental output is given
in terms of the power, Pm, in milliwatts, for values of load resistance, R, equal to and double the
value of the plate resistance, rp, and in terms of the voltage, Epm, in peak volts, for values of load
resistance five times the plate resistance. The second and third harmonic levels, Fom and Fsm, are
given in decibels below the fundamental in each case. The peak value of the sinusoidal input voltage,
Egm, is numerically equal to the grid bias for each operating condition. For a smaller input voltage,
Fg, the fundamental power and voltage output and the harmonic levels are given approximately
by the following relations:
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Table
Trans- Volt- Sec-
Plate Plate Ampli- Plate con- Load Power age ond Third
Yolt- Grid Cur- fication Resis- duc- Resis- Out- Out- Har- Har-
age Bias rent Factor tance tance tance put put monie monie
Volts Volts Milli- Ohms  Micro- R Milll- Peak db db
amperes rp mhos watts Volts
Recom- 60 —2.0 2.35 7.3 11,700 620 R=r, 2.4 — 38 65
mended R=2r, 21 — 44 70
Operating R=56r, — 12 51 85
Conditions
90 —7.0 1.90 7.2 12,800 560 R=rp 25 — 24 39
R=2r, 23 — 31 49
R=5r, — 41 39 65
100 —8.0 2.10 7.2 12,400 580 R=r, 33 — 24 37
R=2r, 30 — 31 47
R=b6r, — 48 39 60
Maximum 90 —5.5 2.80 7.2 11,300 640 R=r, 18 — 30 50
Operating R=2r, 16 — 36 60
Conditions R=56r, — 33 44 70
100 —17.0 2.70 7.2 11,400 630 R=rp 28 — 28 44
R=2r, 25 -— 34 55
R=56r, — 42 42 65

Microphonic Noise—With a plate voltage of 100 volts, a grid bias of —8 volts, and a load resis-
tance of 100,000 ohms, the mean microphonic noise output level of this tube measured in a laboratory
reference test set is 43 db below 1 volt. The range of levels of individual tubes extends from 30 to
54 db below 1 volt. Since microphonic noise level depends on the type and intensity of the mechan-
ical disturbance which produces it, the values given here are useful chiefly for comparison with the
levels of other tubes which have been tested in the same way.

Fluctuation Noise—An irreducible minimum of noise in a vacuum tube is produced by uncontrol-
lable, minute fluctuations in the rate of flow of electrons to the anode. With a plate voltage of 100
volts, a grid bias of —8 volts, and a load resistance of 100,000 ochms, the mean equivalent fluctuation
noise input of this tube for the audio-frequency range from 40 to 10,600 cycles is 114 db below 1 volt.
Individual tubes may differ from this value by as much as 5 db. By reducing the plate voltage to
30 volts and the grid bias to —0.5 volt, the mean fluctuation noise level may be reduced by about
4.5 db without seriously affecting the voltage amplification for small signals. The equivalent noise
input voltage is equal to the measured output voltage divided by the voltage amplification of the
tube in the measuring circuit.
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PLATE CURRENT IN MILIAMPERES
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PLATE RESISTANCE IN OHMS

T TITITT] e
?_) FILAMENT CURRENT =0.30AMPERE D.C. //;jjgf/// ‘ |
072 =t — = .

E L |t /:/;/;//

o — T L~

k70 — // /J/

g L~ / // // .

%; oo Eb‘:"y 99 89 o sc/

: / / i_

6'914 -13 -12 -1 -10 -9 -8 -7 -6 -5 -a -3 -2 ]

GRID VOLTAGE
FIG. 4
30000 \ \ \
Lol
25000 Eb_mo\\ gc\\\ e(}\ j‘}.\ 6(\
I N N
20000 \\ \\ \\ \\\
\\ \\ \\ \ \
N ™N ™.
15000 ~< ~ ~
\\ \\\ ™~ \\ \\
10000 \::\:\\::;:\\N
[ 1] |
50007 -13 -12 -1t <10 -9 -8 -7 -6 -5 ~a -3 -2 -
GRID VOLTAGE
FIG. 5
800
/
700
P ] ol /C/
2 600 /// '//// /// //
g /z/ L - /1/ //
§ 500 / % '/
. w7l | o |
E 400 / / q /
ARy auyan4duy.
g 300 // // // //
: 4Ry, /|
& / 1T/
200 / // 7 -
/) 41/
4
100 / / 4
Oz -3 <i2 =1 BT3) -9 -8 =7 -6 -5 -4 3 = =

GRID VOLTAGE
FIG. 6

[5]

264C




264C

6 | |
| |

FILAMENT CURRENT=0.30AMPERE D.C. /

D
™~
~
™
~
\“~

Ec~0/ -2/ —4// —(7’ -e/ 110

™~
\ ‘\
~
\\

PLATE CURRENT IN MILLIAMPERES
w
NG 1
~
~

ey
~
N
N
~J

PARpARy Ry
L~ / pd / A~ — y

0o o 20 30 a0 50 60 70 80 90 100 10 120 130 140
PLATE VOLTAGE

FIG. 7

A development of Bell Telephone Laboratories, Incorporated,
1-F-37-77C the research laboratories of the American Telephone and Tele- V. T. DATA SHEET 264C
PRINTED IN U.S.A. graph Company and the Western Electric Company ISSUE 1

[6]




