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The heater is designed to operate on a voltage basis and should be operated at as near the
rated voltage as practicable.

Cathode Connection—Preferably direct to the heater. In applications where it is necessary
to apply a voltage between cathode and heater it should not exceed 500 volts.

Characteristics—Figure 5 shows the plate current-plate voltage characteristic of a single diode
unit of a typical tube.

The rectified voltage and current output characteristics for various values of applied alternating
voltages are shown in Figures 6 and 7. In Figure 6 the characteristics are for a choke-input filter
as shown in circuit A and those of Figure 7 are for a condenser-input filter as shown in circuit B.

Operating Conditions

R-M-S
Alternating Total
Voltage Rectified
Per Plate Current
Volts Milliamperes

Choke-Input Filter......... ... ......... ... .. ... 300 100
350 100
*400 100
Condenser-Input Filter. ... .................. ... 300 100
*350 **100

*Maximum operating conditions
**4MF maximum filter input capacitance

A less severe condition should be selected in preference to a maximum operating condition
wherever possible. The life of a tube at maximum conditions may be shorter than at less severe
conditions.

Effect of Filter

It is evident from the regulation characteristics of Figures 6 and 7 that for a given output
current and voltage, the choke-input filter requires a somewhat higher alternating voltage applied
to the plates of the tube than the condenser-input filter. With the condenser input filter, however,
the cathode has to supply relatively large peaks of current during the charging period of the con-
denser. The peak current increases in value as the capacitance of the condenser is increased and
may be much greater than the average rectified current, though its duration in such cases is only
a short fraction of a cycle. Since the peak current in a choke-input filter is only slightly greater
than the rectified currrent and this type filter gives better regulation than the condenser input
circuit it is advisable to use it in preference to the condenser-input filter wherever possible. With
a condenser input filter the capacitance of the input condenser should preferably not exceed 4
microfarads.
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PLATE CURRENT PER ANODE IN MILLIAMPERES
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